
ZAXIS-2 series

HYDRAULIC EXCAVATOR
Model Code : ZX22U-2

Engine Rated Power : 14.6 kW (19.9 PS)
Operating Weight : 2 210 kg
Backhoe Bucket : 0.07 m3
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Single Swing Pin
A single large swing pin is used to 
eliminate jerking.

Two Travel Speeds Provided
Two different travel speeds are 
available, making transport of the 
machine through the jobsite more 
efficient and smooth. 

Enlarged Counterweight and 
Weighted Undercarriage
The newly developed box-section 
frame is adopted, combining low 
weight and high durability. The 
enlarged counterweight and weighted 
undercarriage help lower the center of 
gravity and increase stability.

Compact yet PowerfulHitachi applied all its excavator expertise in the design of the 
new zero-tail mini excavators ZAXIS 22U. This machine meets 
customer demands for operating comfort, enhanced safety and 
easier maintenance. The series complies with the latest emission 
regulations, noise suppression standards and ROPS/FOPS 
standards. Operators have superior control over the machine from 
the comfortable seat. Owners enjoy a lower cost of ownership due to 
the machine’s durability and easy maintenance. 

Additional Counterweight 
(Optional)
When using a heavy front attachment 
such as a fork grapple, the additional 
counterweight is easily mounted for 
higher stability. 

• Additional counterweight: 180 kg

Job-Proven HN Bushings
The field-proven HN bushing, a Hitachi 
original, is utilized at each front pin 
join to reduce jerking and servicing. 
Lubricating interval is a long 500 hours   

The HN bushing, another example of 
innovative technology developed by 
Hitachi, features long life and high 
durability. High-viscosity oil is vacuum 
impregnated in sintered high-hardness 
metal. During operation oil oozes come 
from the pores of the bushing into the 
clearance between pin and bushing for 
self-lubrication. 

Suitable for a Variety of Applications

HN bushing

Pin

Oil

Durable Flat-Bottom Bucket 
The flat-bottom bucket is provided 
standard to minimize bucket bottom 
wear. Wide wear plates are welded 
to the bucket bottom for increased 
durability.

Sideplate

Welding

Bucket bottom

Box-section frame

D-section frame
Enlarged counterweight

n 2-side reinforced arm
n 4-side reinforced arm

n NS (New Standard) key n TEN key lock n Pad crawler shoes

Note: Some of the pictures in this brochure show an unmanned machine with attachments in an 
operating position. These were taken for demonstration purposes only and the actions shown 
are not recommended under normal operating conditions.

95 mm
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Operator Comfort and Safety

n Seat backrest box

n Seat belt 

n Slip-resistant tapen Tool box (canopy)

n Drink holder

n Ashtray (cabin)

Miscellaneous Devices 

ROPS/FOPS Cabin and Canopy
Both canopy and cabin conform to 
the latest  ROPS, FOPS and TOPS 
standards. These protect the operator 
in case of roll-over; tip-over and from 
falling objects. The seat belt protects 
the operator as well.  
The operator’s cabin and canopy, 
complying with the international 
standards, are mounted to protect the 
operator in the case of tipping. 

Neutral Engine Start System
The engine can start only when the 
pilot control shutoff lever is locked, 
This is called the neutral engine start 
system. This eliminates unexpected 
lurching when the engine suddenly 
starts when unconsciously touching the 
control lever. 

Swing/Travel Parking Brakes 
(Standard)
The swing parking brake and travel 
parking brake are both provided 
standard for enhanced safety. 

Easy-to-Read Monitor
The operator can always check 
machine conditions at a glance. Fuel 
level, coolant temperature and the 
status of various other indicators are 
clearly displayed in the right position.

Improved Visibility with Roof Sun 
Visor (Canopy)
The Sun visor, an integral part of the 
roof, gives better upward visibility. The 
overhang roof keeps the operator’s 
knees dry in light rain. 

Rubber Mounted Floor
The cabin rests on 4 shock-absorbing 
rubber mounts to ensure comfortable 
operation.

Pilot-Control Shut-Off Lever
All operations—front, swing, travel 
and blade—can be shut off by locking 
the pilot control shutoff valve. This 
effectively prevents accidental lever 
control. 

Folded Large Cabin Door
The door opens in two steps and has 
increased width of 610 mm, allowing 
easy entry. 
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